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Main power supply 400V/ 3N/PE/ 50 Hz

El. box

                    M250L ST , M15 R290,  BT100TC-1/BT200TC-1,
      1  x mixing heating/cooling circuit , 1 x direct heating/cooling

3p/1 6A/C
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Top view indoor  ES M250L ST
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1 - Water outlet - to outdoor unit  G1" male
2 - Water inlet - from outdoor unit G1"male
3 - Cold domestic  - water inlet  G3/4" male
4 - TPRV  placement UK only
5 - Hot domestic  - water outlet G1"male
6 - Automatic air purging valve
7 - Return line - heating system G1"male
8 - Flow line - heating system  G1"male

2 7

2 7 3 51

BT100/200

T
THC

min. 12l/kW

ZONE 1
 H/C

P1

DN32

DN32

T
TR1

M

MV1

T
TV1

3X1,5 mm²

3X0,75 mm²

3X1,5 mm²

ZONE 2
 H/C

P2

4 5
8

7 6

Buffer
tank

BT100TC-1

15
00

 m
m

375 mm

BT200TC-1

15
00

 m
m

520 mm

4

8

6

75

9 9

1 - Sensor tube
2 - Thermometer
3 - Drainage G3/4 " female
4 - Connector (depth 1310 mm) G1" female
5 - Connector G1" femaile
6 - Connector (depth 1310 mm) G1" female
7 - Connector G1" female
8 - Connector for purging  G3/4" female
9 - Connector for el. heater  G2" female
10 - Wall bracket BT100TC-1
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EV1  Expansion vessel heating system  10L
EV2  Expansion vessel heating system additional
EV3  Expa nsion vessel DHW system
MV1/2    3-point 230V AC signal
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Front view ES M 15 R290
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         ATTENTION!
Check valve mandatory !
Included in OU package
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